CSA-CP - DATA DOWNLOAD
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11.

Unstow CSA-CP Data Cable from the CSA-CP Kit.
Take CSA-CP, cable to current location of MEC.

CSA-CP Data Cable 9-pin connector ® ¥ MEC serial port (9-pin male
connector).

NOTE
Align the red dot.

CSA-CP Data Cable 3-pin connector ® ¥>»  CSA-CP RS-232 port by
aligning the red dots.

On the MEC screen, double click the ‘CHECS’ Apps icon.
Double click the ‘CSA-CP’ icon.

Click or select ‘File’ in the upper left corner.

Click or select ‘Connect’.

Verify CSA-CP is powered off.

Click ‘OK’ or hit the ‘Enter’ key.

Activate the CSA-CP by pressing, holding the MODE switch until the
CSA-CP indicates ‘RELEASE'.

12. OCONNECT displayed

13.

14,

15.

16.
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On the MEC, click ‘Download Data’'.
Enter the value ‘1’ for the number of the session to download, select ‘OK’.
Enter a 12 character (or less) unique name identifier for the download file

(e.g. csacp25.txt).
Select ‘OK'.

NOTE
Downloading a file can take several seconds or
several minutes depending on how much data is on
the datalogger. When the download is complete, a
‘Comments Entry’ display will appear.

If desired, enter notes on the ‘Comments Entry’ screen.

If not desired, click ‘OK’.
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17. Verify Data Download complete.
Click ‘OK’.

18. Repeat steps 13 --- 17 for every session on the datalogger.

19. When all sessions downloaded, select ‘Clear Data’, click ‘Yes'.

20. Select ‘Exit'.

21. Press the MODE switch until the Display reads ‘RELEASE’.

22. Exit the CSA-CP software by clicking on ‘File’, then ‘Exit’, then ‘Yes’.
23. CSA-CP Data Cable - ¥® CSA-CP, MEC.

24. Stow the CSA-CP Data Cable in the CSA-CP Kit.
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